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DESCRIPTION 

Dawn to Dusk Photocell designed for Full Cutoff Wall Packs (M2 

housing). Installs behind translucent KO on housing.
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KT-WPLED-PS-UV-KO
DAWN TO DUSK PHOTOCELL

GENERAL SETUP INSTRUCTIONS

GENERAL WIRING DIAGRAM

PHOTOCELL WIRING DIAGRAM (WITH DIMMER SWITCH)

120–277V Input

DC Output
Pre-wired leads 
to LED load

Dimming wires to 0–10V 
IEC-compliant control

Black (Line)

White (Neutral)

Purple (Dim+)

Red (+)

Pink (Dim−)

Black (−)

Green (Ground) LED Driver

Connects to LED Connects to driver

Connects to driverConnects to 0–10V dimmer

Pink (V+) Red (V+)

Purple (Dim2+) Pink (Dim1−)

White (V−) Black (V−)

Pink (Dim2−) Purple (Dim1+)

Photocell

Note: if not using dimmer switch, cap off Purple and Pink Dim2 wires.
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DIMENSIONS
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CATALOG NUMBER BREAKDOWN

KT-WPLED-PS -UV-KO
1 2 43 5 6

 1 Keystone Technologies

 2 Wall Pack

 3 LED

 4 Photocell Sensor 

 5 Universal

 6 Knock Out

Page 3 of 3

Keystone Technologies • Philadelphia, PA • Phone (800) 464-2680 • www.keystonetech.com

Specifications subject to change. Last revised on 12.28.21

KT-WPLED-PS-UV-KO
DAWN TO DUSK PHOTOCELL

ORDERING INFORMATION

CATALOG NUMBER CARTON QTY. EASY CODE UPC

KT-WPLED-PS-UV-KO TBD DLU-58 843654129198


