
Page 1 of 4

Keystone Technologies • Philadelphia, PA • Phone (800) 464-2680 • www.keystonetech.com

Specifications subject to change. Last revised on 01.06.22

DESCRIPTION

Metal-Clad Cable for Keystone’s Circa and Advanta RMT Downlights | 

1' long; 18/3 Wire (L, N, G)

KT-MC-NP-1-18/3
METAL-CLAD CABLE FOR REMOTE DRIVER DOWNLIGHTS

PHYSICAL SPECIFICATIONS

Green
Black
White

Ø 0.50"

22.00"

12.00"
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KT-MC-NP-1-18/3
METAL-CLAD CABLE FOR REMOTE DRIVER DOWNLIGHTS

INSTALLATION INSTRUCTIONS

1. Turn off the incoming power and remove the reflector from the 
existing CFL fixture.

2. Attach one end of the KT-MC-NP-1-18/3 cable to the KO in the 
existing fixture J-box and connect the wires to the incoming 
power (L, N, G).

Installation Instructions continued on next page
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KT-MC-NP-1-18/3
METAL-CLAD CABLE FOR REMOTE DRIVER DOWNLIGHTS

INSTALLATION INSTRUCTIONS (continued)

3. Attach the other end of the KT-MC-NP-1-18/3 cable to the new 
fixture’s J-box KO and connect the wires to the driver (L, N, G).

4. Insert the J-box into the ceiling per local and national codes and 
finish the fixture installation per the included instructions.

A
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KT-MC-NP-1-18/3
METAL-CLAD CABLE FOR REMOTE DRIVER DOWNLIGHTS

CATALOG NUMBER BREAKDOWN

KT-MC-NP-1-18/3
1 2 53 4

 1 Keystone Technologies

 2 Metal-Clad Cable

 3 No Plug

 4 1' Length

 5 18 AWG/3-Wire (Live, Neutral, Ground)

ORDERING INFORMATION

Catalog Number Pack Qty. UPC Easy Code

KT-MC-NP-1-18/3 1 843654139777 AYT-71


